
Fiber Count: 2F, 4F, 6F, 12F.

Virgin HDPE (Orange or Black).

Glass Yarn: 1200 tex.

UV Coated Dual FRP.

FRP OD 0.8 / 1mm.

Diameter: 5.8mm/6mm/6.5mm/7mm.

lining option:

(i) L1 Black line on Orange Cable.

(ii) L2 Orange line on Black Cable. 

Ripcord.

SPEC PLATINUM 

Fiber Count: 2F, 4F, 6F, 12F.

Double/Super Double HDPE Coating.

Glass Yarn: 1200 tex.

UV Coated FRP.

FRP OD 0.8 / 1mm.

Diameter: 5.8mm/6mm/6.5mm/7mm. 

Ripcord.

SPEC GOLD

Fiber Count: 2F, 4F, 6F, 12F.

Single/Double HDPE Coating.

Glass Yarn: 1200 tex.

Thermal Uncoated FRP.

FRP OD 0.8 / 1mm.

Diameter: 5.8mm/6mm/6.5mm/7mm. 

Ripcord.

SPEC PRIME

Fiber Count: 2F, 4F, 6F, 12F.

Single/Double HDPE Coating.

Glass Yarn: 600/1200 tex.

Non-UV Coated Dual FRP.

FRP OD 0.8

Diameter: 5.8mm/6mm. 

Ripcord.

Lining option:

(I)L1 Orange line on Black Cable. 

SPEC ALTIS

OPTICAL FIBER CABLE
SERIES
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